
TECHNICAL DATA - DATI TECNICI 

SAVERlCEI	 50 Hz AS 15 ST2 52118 52120 52125 L2125 L2132 
SAVER (USAI 60 Hz Saver 35P Saver40P Saver 50P Saver 60P Saver 60 Saver 80 

DRUM· CESTO 
Capacltv - Capacltil Lbs KQ. 33 15 40 18 20 I 60 25 
Volume - Volume CuFt Lt 10,1 285 12 340 400 ' 17,6 500 
Diameter - D1ametro in. mm 31,5 800 35,4 900 1000 ,I 39,4 1000 
Depth - Profondltil in. mm 22 560 21 535 510 I 25,2 640 
Wash speed - Vel. LavaQQlo RPM RPM 40 40 12-50 12-50 12-50 I 12-50 12-50 
Low Extract - CentrifuQa bassa RPM RPM 200 200 300 300 300 300 300 
High Extract - Centrifuga alta RPM RPM 500 500 540 540 540 540 540 
Door diameter - Diametro oble. in. mm 20 500 20 508 508 I 20 508 

TANKS· SERBATOI 
1° TANK - Serbatolo 1 UG Lt 19,5 I 74 25 I 95 29 110 I 31 120 
2° TANK - Serbatoio 2 UG Lt 32,5 123 40 150 44 165 47 180 
3° TANK - serbatoio 3 UG Lt I 1 I - I 1 

DECANTER-DECANTATORE 
STANDARD-STANDARD I " I " " I , I " " " I " NYLON FILTER - FILTRO NYLON 

Capacity - Capacitil UG Lt 9,2 35 14,5 55 14,5 55 14,5 55 
Surface - Superficie ft· m' 22,6 I 2,1 42 4 I 42 4 42 I 4 

POWER - POTENZA EL. 
Inst. Electric power - Potenza EI. Inst. Kw I Kw 15 I 14,5 33,3 31 I 38,3 36 38,3 I 36 
Inst. Steam power - Potenza Vap. Inst. Kw I Kw 5 4,5 11,1 9,7 I 17,3 15 17,3 I 15 

CONNECTIONS - COLLEGAMENTI 
Air-Aria 0 I 0 1/4" I 1/4" 1/4" 1/4" I 1/4" 1/4" 1/4" I 1/4" I 

Water - Acqua 0 0 3/4" 3/4" 1" 1" 1" 1" 1" 1" 
Steam - Vapore 0 I 0 1/2" I 1/2" 1/2" 1/2" 1 1/2" 1/2" 1/2" I 1/2" I 

WEIGHT - PESO 

Net - Netto Lbs Kg. 2712 1230 3870 1755 4012 1820 4122 1870 
With Solvent - Con Solvente I Lbs I KQ. 3576 I 1622 I 4420 2005 1 5220 I 2368 5060 I 2295 I 

SIZES - DIMENSIONI 
Height with fan 1altezza con ventilatore in. mm 43,5 1105 87,4 2220 90 2280 2220 
Height without fan 1altezza senza vent. In. mm. 82,7 2100 84,7 2125 2100 
Width - LarQhezza in. mm 84,05 2135 53,2 1350 1398 2100 
Depth - Profondltil in. mm 79,13 2010 85,04 2160 87,4 2220 1550 

Ground Dynamic - Carico Dinamico 

Ground Dvnamlc - Carico Dlnamico N/m" N/m" 9902 1010 11040 11040 12880 12880 10500 10500 
• DATA ARE REFERRING TO MACHINES WITH NITROGEN SAFETY SYSTEM - I DATI SI RIFERISCONO A MACCHINE CON AZOTO 
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All specifications are subject to change without notice - La ditta si riserva di variare i dati e Ie specifiche senza preavviso 
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TECHNICAL DATA - DATI TECNICI 

SAVER SM lCEI	 50 Hz AS 10 ST2 AS10LT2 AS 15 ST2 AS 15 LT2 52118 52125 

SAVER SM (USA) 60 Hz Saver25P Saver 25 Saver35P Saver 35 Saver 40P 

DRUM 
Capacity - Capacita 
Volume - Volume 
Diameter - Dlametro 
Depth - Proforndltil 
Wash speed - Vel. Lavagglo 

Low Extract - Centrifuga bassa 

HIQh Extract - CentrifuQa alta 
Door diameter - Dlametro oble. 

TANKS - SERBATOI 
1° TANK - Serbatoio 1 
2° TANK· Serbatolo 2 

DECANTER·DECANTATORE 
STANDARD-STANDARD 

NYLON FILTER - FILTRO NYLON 
I 

Capacity - Capacltil 
Surface - Superflcie 

POWER - POTENZA EL. 
Inst. Electric power - Potenza EI. Inst. 

WEIGHT· PESO 

Net - Netto 
With Solvent - Con Solvente 

SIZES - DIMENSIONI 
Heiaht with fan 1altezza con ventilatore 

Width - Larghezza 
Depth - Profondltil 

Ground Dynamic - Carico Dinamico 

Ground Dynamic· Carico Dinamico 
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Lbs Kg. 25 10 25 10 
200Lt 7,1 200 7,1 

mm 31,5 800 31,5 800 
mm 15,7 400 15,7 I 400 
RPM 20-55 20-55 20·55 • 20-55 
RPM 300 300 300 300 
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in. 31,5 900 
In. 22 535 

RPM 20-55 20-55 
RPM 300 300 
RPM 520 540 
in. 500 500 

UG Lt I 17,9 I 68 22,4 85 I 17,9 68 I 22,4 I 85 25 I 95 
,UG Lt I 29,5 112 54,1 205 29,5 112 54,1 205 40 150 

, " " I " " I , " II -.J I -.J -.J 

UG 55 , 14,514,5 55 14,5 55 14,5 55 14,5 55 
ft" m' 42 I 4 42 4 I 42 4 I 42 I 4 I 42 4 

Kw I Kw 4,9 I 4,9 4,9 4,9 I 4,9 4,9 I 4,9 I 4,9 5,9 I 5,9 

Lt 

Lbs Ka. 2568 1165 2590 1175 2821 1280 2843 1290 3728 1691 
Lbs Kg. 2985 I 1354 3201 1452 I 3238 1469 I 4554 I 1567 4263 1934 

in. I mm 79,13 I 2010 78,94 2005 I 79,13 2010 I 78,94 I 2005 87,4 2220 
In. mm 43,5 1105 64,96 1650 43,5 1105 64,96 1650 53,2 1350 
in. mm 84,05 I 2135 57,48 1460 I 84,05 2135 I 57,48 I 1460 85 2160 

N/m' N/m' 890 890 820 820 1039 1039 950 950 1118 1118 
• DATA ARE REFERRING TO MACHINES WITH NITROGEN SAFETY SYSTEM - I DATI SI RIFERISCONO A MACCHINE CON AZOTO 
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All specifications are subject to change WIthout notIce - La dltta Sl nserva dl vanare I dati e Ie speclflche senza preavvlso 
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