
• Fully automatic.

• Soft-mount – no foundation
required. Ideal for upper floor
installations.

• Variable-speed frequency-controlled
motor provides wash and extract
speed selections.

• Saves water, energy and
drying time.

• Large door for easy loading and
unloading.

• Choice of microprocessor controls:

Clarus® – fully programmable
wash control;

Selecta20 ® – 20 preprogrammed
microprocessor wash control (not
available on EX6100, EX6200 and
EX6250 washer models).

• Liquid and/or powder automatic
supply box (optional on EX6100,
EX6200 and EX6250 washer
models).

Four-compartment supply box for liquid or
powder detergents, bleach and fabric softener,
with provision to connect a liquid supply injector.
EX6100, EX6200 and EX6250 models are available
with optional five-compartment supply box.

UPC compliant venting
eliminates the need for
external backflow
prevention.

Triple-seal, extra heavy-
duty bearing and seal
system for long life.

High-grade stainless steel
inner and outer drums.

Frequency-controlled
motor for optimum
wash/extract speeds.

State-of-the-art, reliable
riveted frame design for
a generation of use.

Soft-mount steel springs and
shock absorbers for smooth
operation.

Ultra-safe, durable door
safety lock and handle.

Large door opening
for easy loading and
unloading.

Sturdy cast door and
hinges designed for
heavy use.

State-of-the-art, user-friendly
controls feature large, bright
display and simple step-by-
step instructions. Available in
multiple languages.

WASCOMAT SOFT-MOUNT
EXTRACT-O-MATIC WASHERS

High Extract, 300 to 350 G-Force, Variable Speed
Available in 18 lb. to 250 lb. Capacity Washer Models 

The Standard of Quality for Over 100 Years!

For more information on the full line of Wascomat washers,
dryers and flatwork ironers, call Wascomat toll free today

461 Doughty Blvd., Inwood, L.I., N.Y. 11096-0338 • Telephone: 516-371-4400
Sales and Administration FAX (US and Canada): 516-371-4204 • e-mail: sales@wascomat.com

Parts and Service FAX (US and Canada): 516-371-4029 • parts@wascomat.com
En Mexico: Llame gratis a este numero 001-800-010-1010

Your local independent authorized dealer
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EX625s: 25 lb. cap. EX670c: 70 lb. cap. EX6250c: 250 lb. cap.
Up to 350 G-Force Up to 350 G-Force Up to 300 G-Force

Features and Benefits

Wascomat has a size and model for every laundry need:
Hotels/Motels
Nursing Homes
Hospitals
Commercial Laundries
Institutional Laundries

Restaurants
Health/Athletic Clubs
Shirt Laundries
Drycleaners

WASCOMAT “EX” SOFT-MOUNT,
HIGH-EXTRACT WASHER MODELS

ARE BUILT TO WORK FOR A GENERATION

Wascomat EX6200 washer model with optional
forward and backward tilting and big door

for easy loading and unloading.



Wascomat “EX” Soft -Mount Washer Models Selection Guide
High-extract, 300 to 350 G-Force washers – cuts drying time, saves gas, energy and water

Microprocessor control with 20 different built-in wash programs for hotels,
nursing homes, health care and diaper services. Pushbutton simplicity requires

no special operator skills. Just select your program and press START –
that’s all there is to it! Fully automatic!

� Standard – Not available

� Option � Choice of Clarus® or Selecta20® Conrtol

Capacity (lb/kg) 18 8.2 25 11.4 30 13.6 40 18.2 55 25 70 34 100 45.5 200 91 250 114

Model EX618 EX625 EX630 EX640 EX655 EX670 EX6100 EX6200 EX6250

Height (in/mm) 43 7/8 1115 47 1/4 1200 52 3/16 1325 55 1/2 1410 56 7/8 1445 56 7/8 1445 74 7/16 1890 87 13/16 2230 87 13/16 2230

Width (in/mm) 28 3/8 720 32 11/16 830 35 13/16 910 38 3/16 970 40 3/16 1020 40 3/16 1020 52 3/8 1330 64 9/16 1640 64 9/16 1640

Depth Overall (in/mm) 28 3/8 720 29 1/8 740 32 1/2 825 35 13/16 910 37 5/8 955 44 11/16 1135 57 11/16 1465 68 1/2 1740 76 15/16 1955

Operating speeds / Wash (rpm) 1100 1025 980 930 890 820 825 720 663

Operating speeds / Extract (rpm/G-Force) 350 350 350 350 350 350 350 350 300

Heating Alternatives

For hot/cold water connection � � � � � � � � �

Electric � � � � � � � – –

Direct steam � � � � � � � � �

Design features

Front panel - Painted (White, almond, teal green) � � – – – – – – –

Front panel - Stainless steel � � � � � � � � �

Side panel - Painted (Dove grey) � � � � � � � � �

Side panel - Stainless steel � � � � � � � � �

Top panel - Stainless steel � � � � � � – – –

Drum - Stainless steel � � � � � � � � �

Functional Features

Clarus® control � � � � � � � � �

Selecta20® control � � � � � � – – –

Integrated weighing system (IWS) (Clarus® control only) – – � � � � � – –

Water operated drain valve � � � � � � compressed air compressed air compressed air

Electric drain pump � � – – – – – – –

Automatic detergent box (Number of compartments) � (4) � (4) � (4) � (4) � (4) � (4) � (5) � (5) � (5)

Automatic liquid supply signals (standard/optional maximum) 4/11 4/11 4/11 4/11 4/11 4/11 8/– 8/– 8/–

Hot & cold water inlet valves � � � � � � � � �

Frequency-controlled motor � � � � � � � – –

Tilting forward – – – – – – � � �

Tilting forward and backward – – – – – – � � �

Front-mounted loading hopper – – – – – – � – –

Clarus® Control Selecta20® Control Frequency Controlled Motor Benefits

• Wash and extract speed selection.

• Energy efficient - reduces power demand by 50%.

• Accelerates and decelerates gently for long
washer and motor life and energy savings.

Fully programmable, automatic, microprocessor control with nine standard
wash programs and the ability to create over 192 individual

custom wash programs. Simple to program on a large display. Programmable
memory cards can be used to start or install programs

created on your computer or on the control panel.

Easy-to-use Wascomat EX washers with Clarus® Control

Refer installation and servicing to qualified personnel. Always consult local codes before installation. Protect machines with properly rated, inverse-time, common-trip, industrial-type circuit breakers ONLY. Contact Wascomat for more information and for availability of
machines for electric services not listed. Specifications subject to change without notice. Wascomat assumes no responsibility for errors or omissions in this information. Consult a qualified engineer to determine suitability for other than ground floor installations.

The Standard of Quality

for Over 100 Years!


